
‰"
†"

.641"

1ƒ" Alternate clamp

2‚" Regular clamp

3.0"
.125"

2.5"

.725"

.2"

.175"

.35"

.3" .3"

.2" .2"

1.0"

.5" .5".75" .75"

.175"

0.1"R

Typ

0.1"R

Typ

G
a
g
e
 

L
i
n
e

G
a
g
e
 

L
i
n
e

Windbeam to be

extruded aluminum

.125"

GENERAL NOTES:

     SIGN HARDWARE                              DMS-7120

1. Design conforms with AASHTO Specifications for the design and

   construction of structural supports for highway signs.

2. Materials and fabrication shall conform to the requirements of

   the Department material specifications.

Post Clamp

Sign Panel

…" Sq. Head Bolt

with flat washer

and self locking nut

or lock washer and

Hex. nut.

or Aluminum

panel Bolts

at 24" centers.

Post Clamp

Post Clamp

Sign Panel

Sign Panel

Sign Panel

ALUMINUM SIGN PANEL EXTRUSION DETAILS

2.5"

2.5"

.312"

.375"

.375"

12" EXTRUSION

.081"

.626"

.188"

.125"

.264" .687"

.250"

.094"

.410"

CL

.250"R

.062"R

.125"

.040"R

2.0"

.220"R

.125"R

.081"

.986"

12.0"

.500"

.081"

.081"

.015"

…" - 16 x ƒ Steel

1.0"

at 12" c.c.

holes

slotted

‹"o x ƒ"

CONNECTION DETAILS

SIGN PANELS & HARDWARE

EXTRUDED ALUMINUM

SIGN MOUNTING DETAILS-

Sign Post

Sign Post

Post

Sign

SIDE VIEW OF PANELS

TOP VIEW OF CLAMP

TOP VIEW OF POST

SECTION

CROSS

WINDBEAM

POST CLAMP DETAIL

PLAN

ELEVATION

(.173 lbs each)

No fillet

Beam flange

of W shapes:

‹" leg of

clamp toward

W shapes

15 lbs/ft and

greater.

Beam flange

of W and S shapes:

Š" leg of

clamp toward

W and S shapes

12 lbs/ft and

less.

•"

•"

1"

1"

ˆ"

ˆ"

‰"

‹" O

‹" O

plus draft

…" O

minus draft

„"

„"

Š"

‹"

‰"

•"

•"

Š"

•"†"

1Œ"

S
e
r
r
a
t
e
 
•

"
 
d
e
e
p

@
 
ˆ

"
 
c
e
n
t
e
r
s

2"1"

‰"R

typ

‹" x •"

slotted hole

NOTE: centerline of hole for 3/8"

diameter squarehead bolt x 2 1/4"

long with a flat washer and

self-locking nut, or lock washer

and hex. nut. Bolt head dimensions

shall be in accordance with ANSI B

18.2.1 as referred to in the AISC

Manual of steel construction. Bolt

assembly shall be galvanized.

PLAN

ELEVATION

ALTERNATE POST CLAMP DETAIL

1.594"

1.0"

.312"

1.484"

…"R

†"R

.188"

.312"

…" X 1ƒ"

Steel or

Aluminum

Bolt

1.0"

1.0" .625"

.36"

1.312"

.5"1.875"

.25"

Post Clamp to be

cast Aluminum

ASTM B26 or B108

alloy 356.0-T6

BOLT DETAIL

POST CLAMP

ALTERNATIVE

APPROVED

OR

T SECTION

ALUMINUM

alternative

or approved

(1.175 lbs/ft)

SMD(2-1)-08

Flat washer on top and bottom.

6" EXTRUSION

6.0"

   DEPARTMENTAL MATERIAL SPECIFICATIONS 

3. Structural steel shall be "low-alloy steel" for non-bridge

   manufacturer's recommendations.

4. For fiberglass substrate connection details, see

   structures per Item 442, "Metal For Structures."

.312"

1.912 lbs/ft

9-08

Texas Department of Transportation
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